
SAE 100R16 / DIN 2SC      No. CS-GUARD R16 
IMPORT TWO WIRE HI-PRESSURE EXTREMELY FLEXIBLE HYDRAULIC HOSE 

SAE J1942 U.S.C.G Accepted Hydraulic Only 
Applications: High Pressure Hydraulics, Industrial or Agricultural 
Cover: Abrasion and Flame Resistant Cover, MSHA approved      

Reinforcement: Two Wire Braids  - Temperature: -40F to +212F (-40C to +100C) 
Coupling Series:  A Series, Grip-Crimp 

**Crimps to 100R1AT One Wire Thin Cover Specifications - Tighter Bend Radius than R1 and R2** 
 
 
 
 
 

     1/4”           0.530          5,800                23,200              2                           18 lbs.               500’ 
     3/8”           0.687          5,000                20,000              2.5                        27 lbs.               400’ 
     1/2”           0.812          4,250                17,000              3.5                        35 lbs.               300’ 
     5/8”           0.937          3,625                14,500              4                           40 lbs.               250’ 
     3/4”           1.090          3,125                12,500              4.8                        54 lbs.               250’  
     1”              1.405          2,500                10,000              6                           74 lbs.               200’

                                      Working          Min. Burst                                                              
    Hose         Hose         Pressure         Pressure        Min. Bend           Weight Per        Reel 
    I.D.            O.D.          (Lbs.)               (Lbs.)              Radius (In.)         Hundred Feet   Footage 

CS GUARD-FLEX 4 MEETS AND EXCEEDS 100R12     No. CS-GUARD FLEX 4 
FOUR SPIRAL HIGH PRESSURE IMPORT HYDRAULIC HOSE  

SAE J1942 U.S.C.G Accepted Hydraulic Only 
Applications: High Pressure Hydraulics, Industrial or Agricultural 

Cover: Abrasion and Flame Resistant Black Cover, MSHA Approved     
Reinforcement: 4 High Tensile Steel Spirals - Temperature: -40F to +250F (-40 to +121C) 

Coupling Series: No Skive: GW Series  
**Reduced Bend Radius and Higher Working Pressures** 

 
 
 
 
 

  1/2”          0.937            4,060             16,240                 3.5                         56 lbs.                   Bulk 
  5/8”          1.100            4,060             16,240                 4                            76 lbs.                   Bulk 
  3/4”          1.208            4,060             16,240                 4.75                       95 lbs.                   Bulk  
  1”            1.496            4,060             16,240                 6                            131 lbs.                 Bulk 
  1-1/4”      1.790            4,060             16,240                 8.25                       154 lbs.                 Bulk 
  1-1/2”       2.100            4,060             16,240                 10                          219 lbs.                 Bulk 
  2”            2.680            4,060             16,240                 15.5                       297 lbs.                 Bulk 

                                  Working          Min. Burst                                    
   Hose      Hose         Pressure         Pressure       Min. Bend             Weight Per             Coil 
   I.D.         O.D.           (Lbs.)               (Lbs.)            Radius (In.)           Hundred Feet         Footage 


