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DURA-HYD ABRASION RESISTANT 2SK No. DH2SK
EXCEEDS 2SN/2SC Two Wire Braid
EXTREME PRESSURE HYDRAULIC HOSE
IMPORT THIN COVER 2-WIRE

Applications: High Pressure Hydraulics, Industrial or Agricultural
Cover: Abrasion and Flame Resistant Cover, MSHA approved
Reinforcement: Two Wire Braids
Temperature:-40F to +250F (-40C to +121C)

Coupling Series: A Series, Grip-Crimp, MA Series
**Extreme Pressure, Tight Bend Radius, High Temp, Abrasion Resistant**

Working Min. Burst

Hose Hose Pressure Pressure Min. Bend Weight Per Reel
1.D. 0O.D. (Lbs.) (Lbs.) Radius (In.) Hundred Feet Footage
1/4” 0.520 6,530 26,120 2.0 24 Ibs. 500’
3/8” 0.687 5,585 22,340 3.0 34 Ibs. 400’
1/2” 0.810 5,000 20,000 3.6 43 Ibs. 300’
5/8” 0.980 4,625 18,500 4.0 51 Ibs. 250°
3/4” 1.155 4,350 17,400 5.0 61 Ibs. 250°
1” 1.410 3,250 13,000 6.5 94 Ibs. 200°
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