
SAE 100R19      No. R19 
IMPORT 4000 PSI  CONSTANT - ISO 18752 
WORKING PRESSURE HYDRAULIC HOSE 

Applications:  High Pressure Hydraulics, Industrial or Agricultural 
Cover: Abrasion and Flame Resistant Cover, MSHA approved 

Reinforcement: Two Wire Braids - Temperature: -40F to +212F (-40C to +100C) 
Coupling Series: A Series,  Grip-Crimp, MA Series 

 
 
 
 

 
     1/4”            0.550           4,000               16,000                 2                        22 lbs.               450’ 
     3/8”            0.670           4,000               16,000                 2.6                     26 lbs.               400’  
     1/2”            0.810           4,000               16,000                 3.5                     32 lbs.               300’ 
     5/8”           0.940           4,000               16,000                 3.9                     46 lbs.               250’ 
     3/4”            1.090           4,000               16,000                 4.7                     59 lbs.               250’ 
     1” *            1.440           4,000               16,000                 5.9                     112 lbs.             200’

                                      Working          Min. Burst                                                              
    Hose         Hose         Pressure         Pressure        Min. Bend           Weight Per        Reel 
    I.D.            O.D.          (Lbs.)               (Lbs.)              Radius (In.)         Hundred Feet   Footage 

*1” Available 4th quarter 2026!*


